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1. Introduction  

The Majestic Theatre is a small 1920’s Style Theatre based in the heart of Darlington. With our 
auditorium reaching a capacity of 304 seats, our venue is perfect for productions/events to get 
up close and personal with their audiences.  

Our stage door entrance at the rear of the building will give access for the visiting company to 4 
dressing rooms, green room, and access to the narrow straight 3 flights of stairs where the 
visiting company will do their Load In/Out (Photos of this area are at the bottom of this spec).  

A control room exists at the rear of the Theatre which can house both Lighting and sound 
operators.  

  

2. Health & Safety  

All sta[ at the Majestic Theatre take Health & Safety very seriously; the safety of our employees 
and visitors is what’s most important to us. We are ‘risk aware’ not ‘risk averse’. To this end we 
have produced risk assessments and safe working practices and refer to the BECTU/TMA code 
of practice for any work carried out. The complete Risk Assessments and Safe Working 
Practices can be found on our website.  

  

3. Contact Us  
• Theatre Director: Hayley Warters – 01325 633255 ext.11  
• Technical Manager: Ryan Daly – 01325 633255 ext.14  
• Box O[ice – 01325 633255 ext.1  
• O[ice: o[ice@the-majestic.co.uk  
• Box o[ice: boxo[ice@the-majestic.co.uk  
• Technical Department: ryan@the-majestic.co.uk  

  

  
4. Stage  

Stage Width – 12.13m at widest point. 7.31m at narrowest point.  



Stage Depth – 5.78m  

Proscenium Arch Height – 4.05m at lowest point. 5m at highest point.   

(Photos and diagram are located at the bottom of this document to help better 
understand).  

Our stage management/prompt desk is in the Stage Right wing and can only be operated from 
here. This includes comms, call system for FOH & BOH, and show relay. Comms packs and 
headsets are available and can be situated at the following points: Stage right wing, stage left 
wing, control position and both follow spot positions located auditorium left and auditorium 
right.   

Unfortunately, we do not have a lift of any kind on site. This should be taken into consideration 
for Load In/Out as our auditorium is situated on the 2nd floor of the building. Access to this from 
ground level is up a narrow and straight 3 flights of stairs. We can provide additional sta[/crew 
to assist but this would come as a recharge. The fire door measurements on either side of the 
stage are as follows:  

• Width: 1.2m at narrowest point.  
• Height: 1.9m.  

The venue has a good relationship with Lights Up Technical Services, a local hire company who 
provide any Lighting and Sound in the theatre. This company agrees to provide a basic Lighting 
and Sound set-up as included on this technical specification. Any extra equipment that may be 
needed but is not listed on the technical specification is chargeable.   

As stated in the contract we agree to provide 1 Duty Technician to allow you access to the 
building and to oversee the general Health & Safety for the entirety of your visit. The Duty 
Technician is NOT to operate or assist with any running of your production/event. If any 
additional crew are needed then please contact Ryan, our Technical Manager, using the contact 
information above.  

5. Stage Management  

The stage management/prompt desk is in the stage right wing and can only be operated from 
this location. This includes all the usual facilities: comms, show relay, paging, and wing light 
control although we do not have cue light facilities.  

The Duty Technician for your visit can make any FOH and BOH calls needed.  

6. LX  

The control box is situated at the rear of the auditorium with a good view of the entire stage. Our 
in-house lighting desk is the pc operated system Chamsys MagicQ PC.  

Our Dimmers are Strand Lighting 6 pack dimmers which gives 36 ways of dimming in total. 
Dimmer outlets are 15A sockets located on most of our LX bars.  

If a pre-rig is required, this will need to be discussed and agreed on in advance as this will 
endure additional charges.  

Visiting companies must keep in mind that all LX bars are fixed in place as we have no flying 
system in-house. All rigging will require the use of the venues A-frame Zarges.  



Lighting bars are as follows:  

• LX1 (Truss bar downstage) with 16amp power and DMX.   
• LX3 (bar upstage) with 12 dimming channels, 16amp power and DMX.  
• LX4 (bar above stairway leading to bar) 16amp power and DMX.  
• LX5 (FOH bar auditorium left) 6 dimming channels, 16amp power and DMX.  
• LX6 (FOH bar auditorium right) 6 dimming channels, 16amp power and DMX.  
• FOH bar (bar above control box) 12 dimming channels and DMX, 16amp power can be 

made available to this bar on request.  

In-house Lighting stock is as follows:  

• 6x ETC Source 4 26° 750w.  
• 3x Elumen8 Virtuoso 1000 WW profiles.  
• 4x Equinox Fusion 150 spot movers.  
• 4x Equinix Fusion 120Q wash movers. 
• 6x small LED spot movers (Chinese style). 
• 12x Prolight Performer 200 quad COB’s. 
• 6x QTX C-bar. 

• 4x QTX 2 cell blinder. 

• 1x LEDJ TRI LED Starcloth (recharge). 

  

7. Power  

3 single Phase – Distribution Board in Dimmer Room   

6x6 way dimmer packs: provide patched circuits to 36 x15a sockets distributed around the 
auditorium.   

All Lighting bars have DMX and hard power.   

2 x 16A follow spot points at the rear of the auditorium.   

1 x 32A ring main located in the control room.  

1 x 32A ring located in the dimmer room.  

1 x 16A socket located in the dimmer room.  

There is a second 63A single phase DB located in the stage right wing which supplies the 
following:   

• 1 x 32A socket used for sound power.  
• 1 x 32A ring in stage right wing.  
• 1 x 32A ring in stage left wing.  
• 1 x 6A supply for house lights.  
• 1 x 6A supply for wing working lights. There is a switch on the stage managements desk 

which switches the wing lights between white and blue.  

  



8. Sound  

Our in-house Sound desk is an Allen & Heath Qu24, situated in the control box at the rear of the 
auditorium.  

An Allen & Heath AR2412 digital stage box (24 inputs and 12 outputs) is situated in the Stage 
Right Wing, feeding directly to the control box via Cat5. 

28 channel loom (24 inputs and 4 outputs) is situated in the control box which feeds down to the 
Stage Right Wing.   

In-house PA rig consists of the following:   

• 2x GAE tops (1x stage left, 1x stage right). 
• 2x Bishop 218 (1x stage left, 1x stage right). 
• 2x the box pro Achat 112 M (hanging above the stage). 

 
1x 32amp single phase can be found in the stage right wing for additional power for visiting 
companies.   

Microphone stock as follows: 

• 3x t.bone MB 60 wired microphones. 
• 1x t.bone solo HT wireless handheld microphone (recharge). 
• 8x t.bone kanal headset microphones (recharge). 
• 3x Boom Mic Stands. 
• 2x t.bone BD 500 Beta floor microphones. 

  

9. Dressing Rooms  

Dressing room 1 – Located down the Stage Left staircase backstage (up to 3 persons).  

Dressing room 2 – Located in the same area as dressing room 1 (up to 8 persons).  

Dressing room 3 – Located in the Stage Left wing (1 person).  

Dressing room 4 - Located in the Stage Left wing (up to 3 persons).  

A green room is situated in the same area as dressing rooms 1 & 2 which has kitchenette 
facilities, toilet, mains electrics and backstage paging.   

Each dressing room also has access to mains electrics and backstage paging.  

  



10. Location  

The Majestic Theatre  

78-80 Bondgate  

Darlington  

DL3 7JT  
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